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A cost effective solution that will 
create reliable bunded areas without 

major construction. 

RUBBER FLOOR BUNDING

Code Length Width Height

AFBRUB380 5m 125mm 37mm

The high density rubber compound and unique 
extrusion design allows for secure fastening. 
The low sloped profile removes the potential 
tripping hazards that are more common with 
concrete or square type bunding.

Applications
• Industrial areas with heavy duty machinery
• Liquid storage areas and warehouses
• Workshops
• Water treatment plants
• Wash bays

Installation Instructions
1. Read through these instructions before beginning 

the installation. Purchase the correct fasteners for 
the surface on which you are installing (ie. dyna-
bolt, concrete screw or chem-set).

2. The bunding is supplied curled up for freight. 
Lay out the sections of Rubber Floor Bunding, 
preferably in a warm area, to enable the bund to 
flatten for easier installation. 

3. For better adhesion, roughen the underside (flat 
side) of the bunding using an abrasive.

4. Prepare the surface where the bund will be 
installed. Clean away wax and oil residues, dust 
and debris. Ensure the area is as level as possible.

5. Lay the floor bund sections into the desired 
configuration to confirm the dimensions.  Leave 
approximately 2 – 3 mm gap between sections to 
allow for expansion / contraction.  Sealant will fill 
these gaps to create a seal.

6. Cut to length or mitre corners as required.  Ends 
should be left square and clean.

7. If the bund is pre-drilled, proceed to step 11.
8. If the bund is not supplied pre-drilled, or if cut on 

site, measure 125mm from end of bund and drill a 
25mm wide countersinking hole 15mm deep (do 
not drill all the way through the bund).  This is to 
accommodate the head of the fastener.

9. Repeat the 25mm wide drill every 400mm from the 
centre of the first hole and continue along the length 
of the bund.

10. Using a 12mm drill bit, drill a hole through the bund 
in the centre of each of the countersinking holes.

11. Place the bund in position and hold firmly. Using 
the appropriate drill bit, drill through the existing 
holes, through the rubber and continue down at 
least 40mm into the surface. Clear dust and debris. 
Install the fasteners / anchors.

12. Apply adhesive sealant liberally along the full length 
of the bund. Apply across the centre of the flat side 
of the bund in either an ‘S’ pattern or as a series of 
continuous lines. Place sealant on ends to create 
effective seals between bunding sections. For extra 
assurance you can apply another line of beading 

along the leading edge of the flat side of the 
bunding.

13. Put the bund into position.
14. Place a 25mmDia x 10mmH washer in each larger 

hole.
15. Insert and fasten your substrate anchor through 

the rubber and into the surface below.
16. Fasten the bolts on the washers until firm - do not 

over tighten or too much sealant will be pushed out 
from under the bund.

17. After installation, run a line of sealant along the 
inside edge of the bund. Smooth it out as you go. 
This will ensure a seal from inside the bund.


